HSSD NOTES
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PROVIDE 3-WAY VALVES IN
PIPING ADJACENT TO CONTROL
PANEL FOR TESTING.
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POWER AND COMMUNICATIONS
CIRCUITS FROM FIRE ALARM
CONTROL PANEL

TYPICAL HSSD AIR SAMPLING CONTROL PANEL

FRONT VIEW

INSTALLATION
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“HOFFMAN” ENCLOSURE,
20“W X 20"H X 8“D
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SCALE:  NONE
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“HOFFMANY WINDOW KIT

VESDA DESIGNATION LEGEND

VESDA PIPE REFERENCE NUMBER

HOLE REFERENCE NUMBER
VESDA PIPE SECTION REFERENCE NUMBER

HSSD SAMPLE PIPING AND SAMPLE PORT (BELOW CEILING)

HSSD SAMPLE PIPING AND SAMPLE PORT (ABOVE CEILING)

A

FIRE ALARM CONDUIT (3/4-INCH).
SEE NOTES PROVIDED ON EACH PLAN FOR CIRCUITS.

- 1 PAIR #16; SLC/ALD LOORP (L1)
(SEE RACEWAY NOTES ON EACH FLOOR PLAN)

- 1 PAIR #14; NOTIFICATION APPLIANCE CIRCUIT
(SEE RACEWAY NOTES ON EACH FLOOR PLAN)
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SAMPLING POINT DECAL (E700-SP-DCL)

90 DEGREES ELBOW

AIR SAMPLING POINTS SHALL BE

APPROPRIATELY LABELED

0

1. THE END OF EACH SAMPLING PIPE MUST BE FITTED
WITH A VENTED ENDCAP.

2. THE FITTING OF AN ENDCAP OVER THE END OF THE
PIPE BALANCES THE SENSITIVITY OF EACH OF THE
SAMPLING POINTS POSITIONED ALONG THE LENGTH
OF THE PIPE.

3. THE DIAMETER OF THE ENDCAP VENT HOLE IS

NORMALLY 5/32 INCH, BUT OTHER ARRANGEMENTS
ARE POSSIBLE.

VENTED ENDCAP

MISCELLANEOUS VESDA PIPING DETAILS

SCALE: NONE
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TYPICAL SAMPLING PIPE INSTALLATION DETAIL

W0
LOGIES

2 DESC EREI
>C_OSED ~C OTHERS

OTHZRNISE
U™ VIRITTEN PZRMISSICN OF
NC.. FIRE SAFETY DIVISICN. “LL OTHER

SHA_L BEAR THS NOTCE.

SHALL NCT EE DJLICATED,

FO< PROCUREMEI
EY

\UTHOR ZE

OR CTHE=
CONTRAC)

SEMENS Bo _DING TECHNC-

REPRODLETICNS

REVISIONS

No. Revision By | Date | Appr.
ii BULLETIN 5 JPM (9/20/10| KW
5? RESPONSE TO HYT BULLETIN 5 | JPM [10/19/10] KW
REVIEW COMMENTS
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HY'T Corporation

Fire Protection Engineers and Consultants
3498 Clayton Road - Suite 101 Concord, California 94519

Phone: (925) 681-2731 FAX: (925) 681-2733

INSTALLATION CONTRACTORS NAME & ADDRESS:

W. BRADLEY
ELECTRIC, INC.

90 Hill Road,
Novato, CA 94945

Tel (415) 898-1400

Fax (415) 898-5991

25821 Industrial Boulevard, Suite 300
Hayward, California 94545-2991

Fax (510) 293-2100

Tel (510) 783-6000

California State C10 License No. 758796
U.L. Certificate ID No. 324787-001
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Berkeley, California 94720
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UNIVERSITY OF CALIFORNIA
LAWRENCE BERKELEY NATIONAL LABORATORY
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